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Blind Spots Around Product Vehicles
Supported by Technology ; Controlled by Driver

Blind spots in driving are areas around the vehicle which cannot be directly 
observed by the driver from their normal driving position.  Blind spots exist at 
the front, rear, left, and right sides of every Product Vehicle (PV). The non-
driver side of a PV typically represents the largest blind spot and requires 
more careful attention.

As a driver’s field of view (FOV) differs between right-hand drive and left-
hand drive vehicles, blind spot risks must be actively managed by the 
driver.

TECHNOLOGY
Make the invisible visible

WORK PROCESS
Control the risk

DRIVING BEHAVIOUR
Driver’s focus and decision 
prevents accidents

Supports visibility — not 
replace driver attention

Clear path = confirmed, not 
assumed

If not certain — do not move

• Cameras & sensors fully 
functional 

• 360° coverage (front / 
sides / rear) 

• Visibility systems 
regularly inspected and 
maintained 

• Pre-trip check (mirrors / 
cameras / sensors) 

• Adjust mirrors before 
driving 

• Reinforce blind spot 
awareness to look out for 
other road users

• Stay fully focused — no 
distraction 

• Keep eyes moving (mirrors 
+ road + surroundings) 

• Confirm clear wide path 
before moving / turning / 
reversing 

CONTROL THE BLIND SPOT OR IT WILL CONTROL THE OUTCOME

Right-Hand Drive (RHD) Left-Hand Drive (LHD)

Blind spot risk changes with driver driving position

The non-driver side is the largest blind spot
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